
BOPS-MC  
5.5" DECO STEEL BOLLARD
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adequate protection for a sidewalk projection to ease traffic. From an aesthetic point 
of view, it is also used to delimit a zone reserved for pedestrians while remaining 
inaccessible to vehicles. The safety bollard is installed in concrete (on a concrete 

sidewalk projection) to be a installed with a 450 mm (17.7″) steel carvel sleeve.
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TECHNICAL SPECIFICATIONS OF THE BOPS-MC
5.5'' DECO STEEL BOLLARD

Features

Product Number Description Box : Dimension - Weight HSS Code

 

Included in kit: Two (2) years Limited Warranty against defects in workmanship and materials.

#36127

#37482

34 x 5.5 in – 63 lbs

Call for info

N/A

N/A

Decorative Bollard BOPS, 5.5'' x 34'' Stell, c/w Cap,
painted textured black (Fixing system not included)
Fixing system - Inner post for Carvel Sleeve Anchor

Options

Assembly kit 

#30708 Call for info
Call for info
Call for info

N/A
N/A
N/A

Track spike .375 X 3" steel
300 mm Carvel Sleeve Anchor
450 mm Carvel Sleeve Anchor

Material
Rust protection

Steel ASTM A500

Hot-dip galvanised
Powder coated painted 
Black

0.75" White ASTM Type IV

Finish
Color
Reflective stripe

34" (864 mm)Height
5.5" (140 mm)Bollard diameter
63 lbs (29 kg)Weight
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