
THIN-8DFB
8ʺ THIN DUAL FLASHING BEACON (12x24)

Driver inattention is the number one cause of road accidents in North America. The 
school zone flashing beacon, with its ultra-bright LEDs, captures drivers attention at 
crosswalks, school zones and critical traffic intersections. The 8’’ Dual Flashing 
Beacon also serve an educational purpose, reinforcing existing road signs, with 

customizable flashing patterns!

THIN & LIGHT 
DISCREET DESIGN

HIGH VISIBILITY
LED LIGHTS

QUICK & EASY 
INSTALLATION

THIN
LED TRAFFIC SIGN

MUTCD
compliant

Designed &
Manufactured

in North
America

   HIGH QUALITY



24/7 OPERATION 
(INCLUDED)

Lithium LifePo4 battery
Light and slim. 

10 years life expectancies.
Maintenance free

MPPT Charger
Increases charging efficiency

by minimum 20%
compared to PWM.

 Universal mounting bracket
Top or side of pole

installation.

LED Status indicator

Snap-in Connector

Monocrystalline Cells
Higher efficiency solar
panel to optimise size.

SOLAR POWER UNIT
(ALL-IN-ONE & PLUG-AND-PLAY)

FEATURES OF THE
8ʺ THIN DUAL FLASHING BEACON (12x24)

SCHEDULE ACTIVATION 
(SOFTWARE KIT REQUIRED)

WIRELESS AND BATTERY 
FREE (PIEZOELECTRIC) PUSH 

BUTTON (OPTION)

VEHICLE SENSOR 
ACTIVATION (OPTION)
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Aluminium
Light and resistant.

Installs like a standard
traffic sign.

Controller
Photocell, flashing
patterns, wireless

communication and
scheduled activation.

Snap-in Connector
Small enough to be
hidden inside pole.

IP 67 protection.

Powerful LED
Integrated into the
sign and protected
by polycarbonate lens.

Reflective
High intensity yellow
sheeting or black
background.

Two Models
According to 
standards
and requirements.
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30 Watts Monocrystalline
12.8V - 14Ah - LifePo4 
MPPT, 10 A, IP67
10mm OD, Male, 6 in,  IP67
 -40 to + 165ºF (-40 to +74ºC)
7.7 kg (17 lb)

Solar Power Unit (All-in-one)

Dual Flashing Beacon Sign (12x24)

Product Number

Assembly Kit

Description Box : Dimension - Weight

Dual Flashing Beacon, amber, black background, 30W solar power unit
Dual Flashing Beacon, amber, yellow background, 30W solar power unit
Dual Flashing Beacon, red, black background, 30W solar power unit

18 x 32 x 14 in - 28 lb
18 x 32 x 14 in - 28 lb
18 x 32 x 14 in - 28 lb

8530.90
8530.90
8530.90

HSS Code

 

Solar Panel
Battery
Solar charger
Connector
Operating temperature
Weight

Front Side

Wireless and battery free Remote Control
Wireless and battery free Push Button
Wireless and battery free Push Button on a Flexible Post
Vehicle Sensor Activation for 2-3/8'' pole

Included in kit box
Included in kit box
Included in kit box
8 x 8 x 40 in - 8 lb
Kit box (+ 2 lb)

#38129
#36463
#36287
#36267
#36900

Activation Options
N/A
N/A
N/A
8530.80
N/A

#37742
#37741
#38884

6‘’
(152 mm)

Enseigne
et feu au
même niveau

26.38’’
(670 mm)

13.78’’
(350 mm) 

60

(29 mm) 1,125’’

8 po
(200 mm)

11,5’’
(292 mm)

23,6’’
(600 mm)

TECHNICAL SPECIFICATIONS OF THE
8'' THIN DUAL FLASHING BEACON (12x24)

Traffic Innovation inc.  - www.traffic-innovation.com 3

Included in kit : Installation hardware for 2’’ Telespar post, 2-3/8‘’ round pole, U-Post or streetlight pole.
Two (2) years Limited Warranty against defects in workmanship and materials.
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Beacon Lens

Standard
Auto-Brightness

Controller
Controller Input Voltage
Connector

Flash Patterns

Beacon Control
Operation

Operational Temperature
Default

Re�ective Sheeting

Sign
Visors

Lens
Environmental Protection

Two (2x) 200 mm (8 in) Amber or Red 
LEDs
ITE VTCSH-STD 2005
Various Stages of Brightness for Day 
or Night (can be manually disabled)
Built-in
9.6 to 14 VDC
Snap-in, Overmolded IP67 
Connector, 10 mm OD
MUTCD (0.5 sec ON, 0.5 sec OFF), 
Solar Power Mode or Rapid Flash
Wigwag or Simultaneous
24 hrs, Night Only or Optional 
Activation
-40 to +74°C (-40 to +165°F)
24 hrs – Wigwag – Solar Power 
Flashing Pattern Mode (0.2 sec ON)
3M High Intensity Prismatic D 
4956-09 ASTM type IV
3 mm (.125’’) Aluminum 5052-H38
Aluminum, Textured Black Powder 
Coated
UV Stabilized Clear PVC
IP67


